

















Subband-based Scalable Video Coding Schemes 




Katsutoshi SA W ADA 
ABSTRACT : This paper describes sca!ab!e codi且gschemes which use subband pictur巴decompositionand motion 
compensated interframe prediction. In the scalab!e coding， a !ower reso!ution picture c担 beobtained by decoding 
on1y a subset of theωta! bits仕eam，whi1e a ful reso!ution picture is obta血巴dby decoding也etota1 bitstream. Two 
types of subb組付asedsα!ab!e coding schemes are studied. In the first type (scheme A)， 組血町P卯阿u凶tP戸，ictu眠1庄田r白巴 iおs直伽E凶s
decomposed tωo su由I均.bban凶dpが>Ictur民es丸，也e印nMC pr，陀巴diた.ct出ionc∞0必旦碍giおscαar立riた巴dout i血且也巴 s叩ub肋，ba組ndpicture domain. In也e
second type (scheme B)， MC prediction is first carried out in也e釦且 bandpicture domain and也ensubband 
decomposition is performed for血epre也ctiondi笠'erencepicture. Codi且gperformance for these two types of schemes 
was estimated by ∞mputer simu!ation experiments. The performance comparison between sca1ab!e and non scalab!e 



















































が行われた後に 4つのサブバンド画像 LL，LH， 
















F H Higtトpassfiltering H : High骨何回目y∞mpanent 
図2 サブバンド分割
←-Ve蜘 Idi陪ction 骨ト一向nlaldireclion ---→| 
G L : Low-pass filtering L : Low frequency∞mponent 
G H : High-pass百Itering H : High frequency∞mponent 





























































SB : Subband Decomposltion 0 : Ouantization 
ISB : Subband Comp国 it陥， VLC: Variable Lengti1 Coding 
MCP Motion Compensated Prediction VLD: Var1ableし，engti1Decodlng 
図4 階層符号化方式 Aー1
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と約 0.5~ 1.0 [dB]特性が改善された。しかし，方
式A-2の特性も非階層符号化方式の結果より低下し
ている。
図11， 1 2に方式 B とそれに対する非階層符号
化方式の特性比較を示す。この場合，方式 Bは非階
層符号化に比べて特性の劣化が見られない。さらに









(Mob並巴&calendar : SNR = 34 [dB]) 
E号化エントロピ [bit/pel] 
LL LH HL HH MCV 合計
A-l 0.803 0.574 0.454 0.203 0.018 2.058 
A-2 0.803 0.501 0.376 0.169 0.025 1.874 
A非階層 0.681 0.501 0.377 0.169 0.025 1.7 5 2 I 
B 0.680 0.501 0.376 0.169 0.025 1.751 I 
B非階層 0.680 0.501 0.375 0.169 0.025 1.749 I 
表2 各サブバンドに対するビット割り当て
(Flow巴rgarden : SNR = 33 [dB]) 
符号化エントロピ [bit/pel] 
LL LH HL HH MCV ぷロ比三則L 
A-l 0.5 4 7 0.331 0.068 0.000 0.033 0.978 
A 2 0.547 0.223 0.058 0.000 0.040 0.870 
A非階層 0.368 0.224 0.058 0.001 0.040 0.691 
B 0.367 0.223 0.059 0.003 0.040 0.690 
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